
K-FLACHSAUGER SILIKON
Flat suction pads, oval, material silicone OFICIĀLĀ LATVIJAS PĀRSTĀVNIECĪBA

Īpašības
Support surfaces on the bottom
higher suction power at narrow workpieces
<;br<;high suction force with small dimensions
Pieteikums platība
Handling of narrow parts and bars
Handling of parts which only have narrow and small places to grab them.

Apraksts
Robust and hard-wearing suction pad with a single, oval-shaped sealing lip. Used wherever objects (parts, packing materials, etc.) need to be lifted, transported, 
turned over or handled in some other manner. It is also ideal when it is necessary to handle long or flat workpieces. Due to its oval shape, it has a considerably 
higher suction force than round, flat suction pads when handling narrow or long workpieces. It acts as the connecting element between the vacuum generator and the 
workpiece.

Norādot
Citi dati pieejami pēc pieprasījuma.

Produkts
Apzīmējums

Augstums ar nipeļa iekšējo 
vītni

Augstums ar nipeļa ārējo 
vītni

Pieslēguma nipelis, iekšējā 
vītne

Pieslēguma nipelis, ārējā 
vītne

Ø1 x Ø2 ovāli

K- 07 45 00 78 - 8 - K-07450014 7.0 mm x 3.5 mm

K- 07 45 00 80 22 17 K-07450012 K-07450010
15.0 mm x 5.0 
mm

K- 07 45 00 82 22 17 K-07450012 K-07450010
18.0 mm x 6.0 
mm

K- 07 45 00 84 25 17 K-07450009 K-07450008
30.0 mm x 10.0 
mm

K- 07 45 00 86 36 26 K-07450013 K-07450011
45.0 mm x 15.0 
mm

Neskatoties uz rūpīgu pārbaudi, mēs nevaram garantēt visas šajā vietnē ievietotās informācijas precizitāti.
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